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DESCRIPTION 

TEKGUN NAF is an alkaline liquid additive with very low viscosity 

accelerator of gripping and hardening, for concrete and mortars 

projected on wet basis (Guniti, Spritz-Beton, Shot Concrete), with high 

mechanical performance and high durability.  

The use of TEKGUN NAF makes it possible to obtain reduced gripping 

times, minimum waste and high mechanical characteristics. 

FIELDS OF APPLICATION 

TEKGUN NAF is particularly suitable for: 

- first-stage coverings for tunnels, tunnels and subways in sprayed 

concrete conglomerate; 

- restoration of existing tunnels; 

- consolidation and protection of soils, rocks and slopes; 

- restoration and consolidation of concrete structures; 

- coating of diaphragms; 

- restoration and consolidation of bulkheads, Berlin bulkheads, - 

dykes’ vestments, canal walls, reservoirs, etc.  

ADVANTAGES  

Projected concretes made with TEKGUN NAF present: 

- High initial and final mechanical characteristics; 

- High resistance to chemical aggression and washout; 

- Good reactivity with cement; 

- High thixotropy, high adhesion to the support and reduced 

waste during implementation; 

- Easy application even in the presence of humidity and water 

exudation 

- Compatibility with other products of our range of additives (e. 

g. the SUPERIOR and AETERNUM range to obtain durable 

concrete and resistant to freeze-thaw cycles). 

PHYSICAL FEATURES 

APPEARANCE:   LIQUID 

COLOR:    STRAW YELLOWISH 

DENSITY:    1,35±0.03KG/DM3  

PH:     11.5 ± 1 

DOSAGE 

Under normal conditions, 8-12% s. p. c. is taken into account. Its 

dosage is always in function of the humidity, temperature and type of 

support. 

 

 

 

 

MODALITY OF USE 

TEKGUN NAF is added to the dough by lance of the pumping system. 

Preliminary tests are always recommended. 

PACKAGING 

Drums of 270 kg 

IBC of 1350 kg  

Bulk Tank  

STORAGE 

The product will last for 12 months if stored in its original sealed 

packaging and without any alterations. TEKGUN NAF fears frost but 

retains its characteristics if mixed after thawing. 

TECHNICAL SERVICE 

TEKGUN NAF is compatible with all other additives of the TEKNA 

CHEM range.   We recommend the use of products in our AETERNUM 

product line in the mixed mortar or micro-concrete to be projected in 

the proportion of 3% by weight of cement. This combination will allow 

to obtain a high value of thixotropicity with consequent important 

reduction of waste, improvement of the mechanical resistance of the 

coating, absolute resistance to every exposure class to guarantee 

durability, without the addition of other additives. Detailed technical 

instructions on the use of products and design of appropriate 

mixtures, mix-design, can be requested directly to Tekna Chem S.p.A. 

technical staff. 

TEKNA CHEM S.p.A. 

Factory: Renate (MB) Via Sirtori snc  –  z.i. 20838 

Tel. +39 (0)362.91.83.11 Fax: +39 (0)362.91.93.96 

E-mail: info@teknachem.it Web: www.teknachem.it 

The information contained in this data sheet, while representing 
the current state of knowledge, do not release the user from the 
accurate preliminary tests in their conditions of employment 
and exercise. We assume no responsibility for the improper use 
of the product. 
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Complies with UNI EN 934-5 


