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TEKNAGEL AF 
SETTING AND HARDENING ACCELERATING 
ADDITIVE FOR MORTARS AND CONCRETES 

CHLORIDE AND ALKALI FREE 

DESCRIPTION 

TEKNAGEL AF It is a setting accelerator liquid agent with a proportional 

effect on mortars, concretes and similar products. 

Due to its setting and hardening accelerating power, it is particularly 

suitable for concrete castings at temperatures between 0 ° C and   

- 10 ° C. 

TEKNAGEL AF complies with the UNI 934-2. 

 

GENERAL SPECIFICATIONS  

TEKNAGEL AF is chloride free and it can be used even in concretes with 

strong reinforcements, which are packaged at low temperatures. 

It accelerates the cement hydration and at the same time, it plays a 

fluxing action on the concrete, allowing a significant reduction in the 

w/c ratio. This allows the hardening of concrete even at low 

temperatures. 

The use of TEKNAGEL AF compared to any other concrete allows to: 

- For equal w/c concretes are more workable; 

- For equal workability there is a reduction of the W/c ratio; 

- Easy installation and immediate reaction to vibration operations; 

- Bleeding reduction and better surface finishing; 

- Reduction of setting times according to the external 

temperatures and to the concrete; 

- The union of the antifreeze capacity of the additive and the 

increased speed of hydration of the cement generate a great 

resistance to low temperatures; 

- Fast hardening allows a reduction in the time of form stripping; 

- Reduces shrinkage caused by low temperatures. 

It is used in all types of structural cement: installed in place, 

prefabricated, for floorings.  

 

TECHNICAL CHARACTERISTICS 

Appearance:  liquid 
Colour:    amber 
Density:    1,08 ± 0,02 g/dm3 
pH (a20°C):   3,5 ± 1 
Conglomeration point: 0 °C 
Chlorides:   none 
 
 
 
 

FIELDS  

To achieve the desired consistency of the concrete, it is 

recommended to add the product to the damp dough (containing 

about 90% water by prescription), after the adding the 

superplasticiser and before adding the remaining adjusting water.  

 

DOSAGE 

The dosages of TEKNAGEL AF are very variable according to its specific 

uses and may vary from: 

- 0,5% (external temperature 0°C) 

- a 3% (temperature – 10°C) on cement weight.  

Recommended dosage: 1% on cement weight.  

 

VALIDITY 

TEKNAGEL AF if kept in its original containers it can be stored at a 

temperature varying from + 5 ° C to + 45 ° C, in these specific 

conditions the product is valid for 12 months. For storage at 

temperatures above + 45 ° C and up to + 60 ° C please inform us in 

order to suitably stabilizing the product. 

 

STORAGE 

For casting at low temperatures: 

- Never use cement dosages which are lower than 300 kg / m3; 

- Do not use cement with a slow setting; 

- Use the lowest w/c ratio; 

- Concrete casting should be done during high temperatures; 

- Protect large, thin-thickness castings; 

- Do not use water at low temperatures. 
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PACKAGING  

Plastic Tanks of 25 kg Drums of 220 kg 

IBC da 1100 kg 

Bulk in IBC. 

Special measuring tools can be supplied on request. 
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TEKNAGEL AF 

SETTING ACCELERATING ADDITIVE 

/ T. 6  

Maximum chloride content ……………. 0.1% 

Maximum alkali content ……………….. 0.1% 

No hazardous substances  

 


