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TEKNA CHEM was founded by a group of technicians and chemists with a solid experience
gained from primary multinational companies operating in the field of cement and concrete since
1965. The fusion into a single context of the experiences of each individual has produced a set of
technological knowledge ensuring the success of TEKNA CHEM in the national and international
markets. A highly qualified technical and sales staff is currently operating across Europe, offering
to its customers a wide range of products extensively tested.

Fimer SpA, Vimercate (MB)

Its particular corporate structure allows TEKNA CHEM to customize the production according
to the customers’ needs, depending on factors such as the raw materials to use, the season of
application of the products, the type of work, etc...
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Cement factory,
Hong Kong

PRODUCTS for

CEMENT PLANTS
Among the production of TEKNA CHEM firstly
sits the wide range of additives for cement plants:
this field is at the base of the research of TEKNA
CHEM. The deep knowledge of all problems related
to the production of cements, have provided
opportunities to develop a whole series of additives
that go from the grinding of flour, both dry and
wet, to the grinding of clinker and its corrective
materials for the production of finished cement.
The research carried on over the past few years, has
allowed us to formulate several group of additives
for the grinding of cement:
•
•
•

Therefore, TEKNA CHEM is able to introduce very
competitive products to its customers, offering
personalized material of a very high quality.
TEKNA CHEM’s products are leader in this field.

Grinding aids for raw materials, raw meal and
minerals
Grinding aids for all types of cement
Grinding aids for quality cement

For the first two groups we have developed the
best techniques in order to improve the grindability,
obtaining in this way the most in terms of increase
of production, transport and preservation of the
plant.

Inside of a ball-mill
for clinker grinding

Concerning the quality additives, in addition to all
the results mentioned above, we have obtained a
considerable improvement of the characteristics
of cement obtained by reaching an increase in
the initial resistance, in the final strength and an
increase in the flow.
All these achievements today put TEKNA CHEM at
the top among the manufacturers of additives for
cement plants.
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CEMENT PRODUCTS

GRINDING Aids
TEKNAMI

TEKNACEM 100

Dosage: 0.02 - 0.04% wpc; Recommended 0.03%

TEKNACEM 100 A4

Dosage: 0.2 - 0.4% wpc; Recommended 0.3%

Admixture for dry grinding with high
effectiveness, specific for minerals.

Dry grinding aid, resistance and
productivity enhancer.

Linear
amine-modified
based
admixture in aqueous solution. It
improves the grinding capacity of
the ball mills, obtaining an increase in
terms of production, a better fineness
of the finished product and energy
saving. Specific for crude and minerals
flours.

Admixture based on inorganic salts
and modified linear amines in aqueous
solution. It improves the grinding mills
capacity and increases both the initial
and final resistances also enhancing
the productivity by 10-20%. It is ideal
for composite and B Type cements

TEKNACEM 120 A4

Dosage: 0.1 - 0.2% wpc; Recommended 0,15%

Dosage: 0.2 - 0.4% wpc; Recommended 0.4%

Dry grinding aid, resistance, workability
and productivity enhancer.

Dry grinding aid, resistance and flow
enhancer.

Admixture based on inorganic salts
and modified linear amines in aqueous
solution. It improves the grinding mills
capacity and increases both the initial
and final resistances and productivity
by 15-25%. It is ideal for composite
cements.

Admixture based on organic and
inorganic salts and modified linear
amines in aqueous solution It improves
the grinding mills capacity and
increases both the initial and final
resistances as well as the productivity
and workability. Particularly suitable
for cements with reduced workability
and reduced initial setting times.
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TEKNACEM 180

TEKNACEM 301

TEKNACEM 300

Dosage: 0.5 - 1% wpc; Recommended 0.8%

Dosage: 0.02 – 0.04 % wpc; Recommended 0.03%

Wet grinding aid for raw flours.
Increases productivity by 15-20%.
Reduces water demand from 20 to 35%

Dry grinding aid. Productivity and
finesse enhancer from 10 to 20%, it
reduces the pack-set of all cement
types.

Admixture based on modified and
salified polymers in aqueous solution.
It improves the grinding ability of the
ball mills, obtaining an increase of
productivity, a better constancy of the
finished product fineness and saving
energy. Specific, for raw flours and
wet-grinded minerals.

Admixture based on modified linear
amines in aqueous solution. It improves
the grinding ability of the ball mills,
with an increase of productivity, a
better fineness of the finished product
and energy saving. Specific for dry
grinding, it is suitable for all kinds
of minerals and all types of cement,
particularly the CEM I.

TEKNACEM 401

Dosage: 0.025-0.045% wpc; Recommended 0.035%

Dosage: 0.025 – 0.045 % wpc; Recommended 0.035%

Low dosage dry grinding aid. Strong
initial and final resistances enhancer.

Dry grinding aid, resistance and
productivity enhancer.

Admixture
based
on
modified
linear amines in aqueous solution. It
improves the production of the ball
mills from 10 to 20%. Strong increase
of initial and final resistances. Specific
for composite and limestone cements.

Admixture
based
on
modified
linear amines in aqueous solution.
It achieves an improvement in the
mills capacity, increase of both initial
and final resistances and increase of
workability and productivity by 1525%. Specific for composite cements;
ideal for limestone cements.
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CEMENT PRODUCTS

TEKNACEM 402

Dosage: 0,04 – 0,06 % wpc; Recommended 0.05%

Dry grinding aid, resistances and
workability enhancer.
Admixture based on modified linear
amines and polymers in aqueous
solution.
Besides
improving
the
capacity of the grinding mills, it
generates an increase in the initial
and final resistances and in the flow
increase. Suitable for composite and
limestone cements with short setting
and workability times.

10

11

Skyscrapers in Oran,
Algeria

PRODUCTS for

CONCRETE
The quality of concrete for TEKNA CHEM, is the
tangible result of all the efforts invested on research,
formulation and manufacture of admixtures.
In TEKNA CHEM the care to obtain the best results
is a commitment started long time ago and it goes:
from the use of additives to raw flour for concrete
to the use of additives for finished cement and
concrete, in order to get the best quality and
durability always following right economic criteria.
The deep knowledge of all the steps to take in
order to produce an excellent quality concrete,
allows TEKNA CHEM to formulate and produce a
variety of additives certainly of high standards, a
range of additives that allows the user to obtain
the best concrete.

These additives can solve issues related to different
causes such as environment, inert, use, appearance,
chemical characteristics and economy. All this
aims at obtaining the best concrete, customized
for each user.
Today TEKNA CHEM being aware of the importance
for a company to have an extremely professional
service and assistance department, has developed
the “Progetto Qualità” ("Quality project").
This project rather than counting on of the company
technical and commercial staff, as done so far, aims
at investing on an external team of professionals
officially recognized at European level.

TEKNA CHEM has signed an agreement with the
ISTITUTO ITALIANO PER IL CALCESTRUZZO
(ITALIAN INSITUTE FOR CONCRETE) and offers
this service to its customers at very interesting
conditions.
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PRODUCTS for CONCRETE

READY-MIX Concrete
SUPERIOR® SERIES

TEKFLOW

Dosage: 0.8 - 1.2% wpc

High-efficiency
next
generation
superplasticizers, based on modified
polycarboxylates, for quality readymix concrete.

Plasticizer - concrete and mortar
fluidizer based on organic polymers.
Prevalent
use:
low
consistency
concretes and mortars.
Features: Easy implementation and
pumping, better dispersion and
hydration of the cement. Available in
different versions, also in powder.

Prevalent use: Ready-mix concrete and
great works of civil construction and
infrastructure.
Features:
extended
workability
maintenance, high water reduction, ease
of implementation and segregation
and bleeding contrast. The available
wide range, allows choosing the most
appropriate solution to the specific
conditions of each site. Also available in
powder.

TEKSUPERFLOW 2000

Dosage: 0.3 - 0.7% wpc

TEKRETARDER PLUS

Dosage: 0.8 - 1.5% wpc

Dosage: 0.1 - 0.5% wpc

Multi-action superplasticizer, organic
polymers based.

Concrete and mortars retarder.

Prevalent use: Ready-mix concrete.
Features: ease of use, high water
reduction. Available in different
versions: summer and winter, at
different dose range. Also available in
powder.

TEKRETARDER PLUS is a liquid highly
retarder with proportional effect for
mortars, concretes, cement-bentonite
mixtures and similar. TEKRETARDER
PLUS is made of an aqueous solution
of an organometallic salt with a super
retarding action on setting times of
all cement mixtures. Also available in
powder.
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TEKNAGEL AF

AERTEK

Dosage: 0.5 - 3.0% wpc; - Powder 0,06 – 0,12 % wpc

Accelerators - antifreeze for concrete
and mortars; free from chlorides and
alkali.
Antifreeze accelerating admixture for
concrete casting at temperatures lower
than -10 °C.
Prevalent use: casts protection from frost
in the construction site; rapid resistances
development in prefabrication. Available in
different versions, also in powder.

ACQUANO (NO WATER)

Dosage: 0,08 - 0,1 % wpc;

Air entering agent in concretes and
mortars.
AERTEK is a special formula which
allows the introduction of micro air
bubbles
appropriately
stabilized
in the concrete and in the cementbased mortars. It also reduces the
water supply, segregation and plastic
shrinkage. It must be used in the
preparation of lightened concrete with
polystyrene, expanded clay or similar.

SILTEK POWDER

Dosage: 0,03 - 0,07% wpc

Last generation and technology
powder compound, specific to avoid
use of water on the site.
ACQUANO
(NO
WATER)
must
be added on the site, directly
into the concrete mixer truck, in
case the concrete loses its design
consistency characteristics, due to
the transportation times or prolonged
pouring, etc...

Dosage: 3 - 5% wpoc

Silica fume / active micronized silica.
Selected high purity micro-silicates.
SILTEK POWDER is a powder product
consisting of top micronized silica,
commonly known as "silica fume".
SILTEK POWDER for its high silica
and micro-silicates content and for its
high specific surface, is considered
one of the best materials with high
pozzolanic activity.

250 g Biodegradable bags.
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PRODUCTS for CONCRETE

PRECAST Concrete
UNICUM® SERIES

TEKNAPLAST AE SERIES

Dosage: 0,6 - 1,2% wpoc

Next generation and high-efficiency
superplasticizer, based on modified
polycarboxylates for quality precast
concrete.

Plasticizer specific for concrete
with moist earth extruded or vibro
compressed texture.
Prevalent use: lightweight precast,
extruded
or
vibro-compressed
concrete.
Features: easy compaction and
extrusion, dispersion and better
hydration of the cement, increase of
the resistances.
- Version for extruded floors
- Version for blasted exposed surface

Prevalent use: precast and highstrength concretes.
Features: high water reduction,
rapid development of resistances,
segregation and bleeding contrast.
It helps to maximize the amount of
fine aggregates in self-compacting
concrete production.

TEKIPERFLOW

Dosage: 0,2 - 0,6% wpc

Dosage: 0,8 - 1,5% wpc

High efficacy superplasticizer based
on organic polymers.
Prevalent
use:
precast,
high
performance concretes.
Features: high water reduction, high
initial and finals resistances. Available
with accelerating effect version.

16

SPECIAL Products
FOAMTEK

TEKVISCO

Dosage: Foam 2,5 l/H2O 100 l/Air 1400-1500 l

Dosage: 3 - 4% wpc

TEKVISCO is a powder product
specifically formulated to prepare
homogeneous and cohesive concrete
without segregation. Specific for selfcompacting concrete with vertical
casts.

Specific foaming agent for lightweight
concrete.
FOAMTEK is a product with a high
foaming power, specifically designed
to produce cellular concrete.
FOAMTEK is also a stabilizer in the
preparation of lightened concrete
with expanded beads of Styrofoam.
Ideal as a thermal insulation.

Cans of 25 kg
Drums of 200 kg
IBC 1000 kg

Bags of 12 kg

COMPACTEK
COMPACTEK is a compact machinery,
remote controlled; after receiving the
suitably formulated cement grout
by truck mixers, it produces the
necessary foam for the formation of
cellular concrete; it also produces the
mixture, simultaneously pumping the
obtained material (up to 40 meters
high) to implement it. It can produce
and pump up to 20 mc/h of cellular
concrete in the various formulations
and specific weights; it is equipped
with the necessary tools to calibrate
the dosages of foam/grout cement
that allow to obtain the various
density of the material.
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Colosseum,
Rome

AETERNUM
LINE

AETERNUM is a next-generation compound
powder adsorbed on active micro silicates,
which combines the high pozzolanic activity of
the latter with an exceptional rheology, fluidity
without segregation, water resistance and high
resistance both to mechanical compression and
to chemical and atmospheric attacks.
AETERNUM consists of spherical particles with a
size of a few hundredths of a micron. Its surface
is quite wide: more than 220.000 cm²/g (Blaine).
This feature gives it a high reactivity on cement
grains and a ‘high ability to capture and fix the
calcium hydroxide [Ca(OH)2] and to transform it
first into a silicate hydrate and then into calcium
silicate stable and irreversible.

If added to the mixture at a rate of 2 – 4% by
weight of cement, it captures and reacts with the
free lime, filling the gaps in the cement paste. This
makes it more compact, impermeable, resistant
and consequently more long-lasting and with a
better aspect. This additive allows the packaging
of rheoplastic concretes and rheo-dynamic SCC
with very low w/c ratios.

It should be observed that in all the cementbased mixtures, to obtain a good workability,
it is necessary to use a quantity of water
always higher than the quantity required for
the hydration of the cement. This causes the
formation of capillaries and cavities in the
hardened cement paste. The more is the amount
of water used, the more these generate.
AETERNUM having a phase transfer agent
internally, despite its high surface at the nano
molecular level, guarantees without the use of
additional superplasticizers, concretes with
easy and good workability, without shrinkage
and with a higher final performance.
Due to its chemical conformation, AETERNUM
accelerates the cement hydration. Therefore, during
the summer season it is highly recommended to do
some precautionary tests.

Herringbone ramp with AETERNUM PAV

Comparison between a cement matrix
with AETERNUM
without AETERNUM

AETERNUM SUB - Underwater cast in Como Lake
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Industrial flooring with AETERNUM PAV

AETERNUM Line

AETERNUM Line
AETERNUM 1

AETERNUM PAV

Dosage: 3 - 4% wpc

High effectiveness reactive formula for
concrete and mortar with high durability.
Specific for industrial floors.
AETERNUM PAV is a new generation
powder compound adsorbed on active
nanomicrosilicates that combines, the
high pozzolanic activity of the latter
with a unique rheology, fluidity without
segregations, waterproofing and a high
resistance to mechanical compression
and
chemical
and
atmospheric
attacks and above all an extraordinary
impermeability. It improves the aspect
of unplastered exposed part of the
surface.
Bags of 12 kg.

High effectiveness reactive formula
for concrete and mortar with high
durability.
AETERNUM 1 is a new generation
powder compound adsorbed on active
nanomicrosilicates that combines,
the high pozzolanic activity of the
latter with a unique rheology, fluidity
without segregations, waterproofing
and a high resistance to mechanical
compression and chemical and
atmospheric attacks.
Specific for the winter season.

Bags of 12 kg.

AETERNUM 3

Dosage: 3 - 4% wpc

AETERNUM PROOF

Dosage: 3 - 4% wpc

Dosage: 3 - 4% wpc

High effectiveness reactive formula for
concrete and mortar with high durability.
Specific for waterproof concrete.
AETERNUM PROOF is a new generation
powder compound adsorbed on active
nanomicrosilicates that combines,
the high pozzolanic activity of the
latter with a unique rheology, fluidity
without segregations, waterproofing
and a high resistance to mechanical
compression and chemical and
atmospheric attacks and above all an
extraordinary impermeability.

High effectiveness reactive formula
for concrete and mortar with high
durability.
AETERNUM 3 is a new generation
powder compound adsorbed on active
nanomicrosilicates that combines the
high pozzolanic activity of the latter
with a unique rheology, fluidity without
segregations, waterproofing and a high
resistance to mechanical compression and
chemical and atmospheric attacks.
Specific for the summer season.

Bags of 12 kg.

Bags of 12 kg.
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AETERNUM CSA

AETERNUM SUB

Dosage: 3 - 4% wpc

Reactive formulated compound for
bag premixed.

Specific compound for underwater
concrete.

AETERNUM CSA is a new generation
powder compound adsorbed on active
nanomicrosilicates that combines
the high pozzolanic activity of the
latter with a unique rheology, fluidity
without segregations, waterproofing
and a high resistance to mechanical
compression and chemical and
atmospheric attacks.

AETERNUM SUB is a new generation
powder compound adsorbed on active
nanomicrosilicates that combines the
high pozzolanic activity of the latter
with a unique rheology, fluidity without
segregations, waterproofing ability
and a high resistance to mechanical
compression
and
chemical
and
atmospheric attacks and especially
an extraordinary impermeability and
cohesion (anti wash-out product).

Bags of 13 kg.

AETERNUM FIRE

AETERNUM SCC

Dosage: 20 Kg product / 6-9 liter water

Fire refractory plaster, ready to use.

Dosage: 3 - 4% wpc

High effectiveness reactive formula
for high durability self-compacting
concrete and mortars.
AETERNUM SCC merges, the high
pozzolanic activity with an extraordinary
rheology, flowability with no segregation,
impermeability
and
considerable
resistance to mechanical compression
and chemical and atmospheric attacks.
It is suitably designed to prepare selfcompacting concrete and mortars,
especially when you possess poor
aggregates. Very good results on the
aspect ofunplastered surface.

AETERNUM FIRE is a special premixed
fireproof plaster specifically studied
to withstand high temperatures.
Characterized by a very low thermal
conductivity, AETERNUM FIRE is the
result of multiple tests performed both
in laboratory and on the site, consisting
of an appropriately balanced mixture
of hydraulic inorganic binders, highly
insulating compounds and particularly
resistant to high temperatures and to
thermal shocks. T1 Certificate.
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Billionaire Club,
Porto Cervo (OT)

RESINS
and SEALERS

Fimer SpA, Vimercate (MB)

The collaboration between TEKNA CHEM and TENSO FLOOR in the industrial
flooring and recovery sector, has allowed us to achieve a great experience in the
field of resins and its applications.
Apart from offering a varied range of products of high quality, our technicians are
available to advise customized technical solutions suited to specific conditions.
All products are packaged in pre-measured containers to facilitate their use.
The pigmented topcoats can be provided on request by RAL (base + color
premeasured cartridge).
For major projects and bigger quantities, the product can be supplied in industrial
packaging.
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RESINS and SEALERS

Range of RESINS
BI-COMPONENT EPOXY PRIMER

EPOTEK PRIMER

IDROTEK PRIMER H2O

IDROTEK PRIMER R30

CERAMTEK PRIMER

Bi-component solvent-free epoxy primer with high adhesive power.
Product offering high adhesion on cement, concrete, mortar, tiles, clinker, asphalt,
wood and metals. It leaves a compact and filling waterproof film.

Bi-component epoxy primer water consolidating. Bi-component product formulated
with hydrodilutable epoxy resins and polyamide hardener. It has a high penetrating
power, a good water resistance, and an excellent adhesion power on various absorbent
surfaces such as cement, bricks, stones and traditional plasters.

Bi-component water-based epoxy primer.
Bi-component product formulated with hydrodilutable epoxy resins and a polyamide
hardener. It has a high penetrating power, a good water resistance, and an excellent
adhesion power on various absorbent surfaces such as cement, bricks, stones and
traditional plasters.

Bi-component water-based epoxy primer with high adhesive power.
Bi-component primer made of special hydrodilutable epoxy resins, characterized by
an excellent adhesion to ceramic artifacts, highly consolidating and with protective
power.

EPOTEK PRIMER FO/FU

Bi-component solvent-free epoxy primer with a high anchoring power even on
surfaces slightly contaminated with mineral oil and on wet surfaces.
Innovative product with exceptional characteristics, characterized by an excellent
adhesion on different substrates such as cement, tiles, stones etc. It has good chemical
resistance and an excellent mechanical resistance.
After its complete drying, it leaves a waterproof, compact and filling film.
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BI-COMPONENT EPOXY RESINS

CERAMTEK TIX

EPOTEK SUB

EPOTEK RIPRESA

EPOTEK RASANTE

Bi-component leveling epoxy emulsion for ceramics.
Bi-component, thixotropic, hydrodilutable epoxy resin with selected reactive minerals
fillers. CERAMTEK TIX is a creamy paste that can be easily applied with a spatula
both horizontally and vertically. After hardening, it reaches a hardness far higher than
cement, with low shrinkage, no chalking and high impermeability.

Epoxy resin for damp concrete surfaces.
Product with excellent chemical/mechanical resistances, perfect adhesion on cement
surfaces, characterized by the ability to polymerize even on wet surfaces.

Bi-component solvent-free epoxy resin, with low viscosity for concrete casting
resumptions especially formulated for the adhesion of new concrete casts on
preexisting ones. Stable in an alkaline environment.

EPOTEK RASANTE is an epoxy resin with low viscosity able to saturate the specific
engaging surface of the resin thickness. The fluidity and composition of EPOTEK
RASANTE allows obtaining a closed surface, with an excellent anchorage on many
surfaces even if highly porous.

EPOTEK MASSETTO

EPOTEK MASSETTO is formulated with special epoxy resins with low viscosity that
harden with a specific hardener. The fluidity and composition of EPOTEK MASSETTO
allows obtaining a slab thickness, with excellent anchorage on most surfaces although
finely porous.
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RESINS and SEALERS

MORTAR and BI-COMPONENT PLASTERS for restauration

EPOTEK FIX

EPOTEK FIX SUB

EPOTEK MALT

TEKPOX RP 2450

EPOTEK FIX is a bi-component epoxy resin formulated with special charges and
thixotropic agents, to be used as adhesive and plaster. EPOTEK FIX is solvent-free,
has a high adhesion on all construction materials , allowing structural bonding. The
hardening of EPOTEKFIX occurs without shrinkage even in difficult environmental
conditions such as the presence moist or water. Suitable for underwater restoration.

EPOTEK FIX is a Bi-component epoxy resin formulated with special charges and
thixotropic agents, to be used as adhesive and plaster. EPOTEK FIX is solvent-free, has
a high adhesion on all construction materials and guarantees structural bonding. The
hardening of EPOTEK FIX occurs without shrinkage even in difficult environmental
conditions such as the presence of moist or water.

Three-component self-leveling epoxy mortar, fast drying specification for industrial
floors resin.
Three-component product based on solvent-free epoxy resins and cycloaliphatic
amine based hardeners with the addition of fillers and different quartz sands spheroidal
grain sizes.
It is a self-leveling mortar, quick-hardening, and waterproofing, ideal for the realization
of resin floors with a thickness of 2- 3 mm characterized by excellent chemical /
mechanical performance: resistant to intense traffic of pedestrian and wheeled
vehicles, to wear and to the contact with chemicals (both acidic and alkaline).
Very easy to clean and with a very good appearance.

Epoxy mortar for baseboards.
Bi-component epoxy resin-free from solvents, inert fillers ingrading curve fit and
rheological admixtures for conferring thixotropy.
It is a mortar easily shaped with thixotropic consistency therefore suitable for vertical
applications, characterized by the absence of shrinkage and high chemical and
mechanical resistances.
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PROTECTIVE ANTI-DUST products for CEMENT SURFACES

TEKNIFLOOR EPO

TEKNAPUR

TEKNIFLOOR PT7 WL

TEKNIFLOOR PT7 WO

Anti-dust polyurethane-based protection.
Aqueous dispersion of polyurethane resins for the dustproofing treatment of concrete
surfaces.

Transparent epoxy paint water-based.
Two-component product, based on modified epoxy resins, water-soluble and with
low viscosity.
It has a very good adhesion to various surfaces, a good resistance to acids and solvents
organic and an excellent alkali resistance as well as a good abrasion resistance.

Bi-component water and polyurethane based enamel for floors.
Innovative finishing enamel, formulated with special polyurethane resins diluted with
water, which can also be applied in closed environments without causing nuisance to
its users.
It is characterized by excellent chemical / mechanical resistances and perfect adhesion
to supports of different nature: concrete, brick, stone, wood and ceramics.
TEKNIFLOOR PT7 WL also presents very high aesthetic qualities of brilliance and
color resistance to ultraviolet rays.

Bi-component polyurethane and water-based enamel for floor.
Innovative finishing enamel, formulated with special polyurethane resins to dilute with
water, which can also be applied in closed environments without causing nuisance to
its users.
It is characterized by excellent chemical / mechanical resistances and perfect adhesion
to supports of different nature: concrete, brick, stone, wood and so on.

POLYURETHANE COATINGS

PURTEK P

TEKGUM

Self-leveling bi-component polyurethane system of next generation, solvent-free,
ideal for the realization of industrial floors, quick-hardening and with high physical,
mechanical and chemical resistance.
Bi component, solvent-free resin based on modified polyurethane, selected aggregates
and inorganic pigments to be catalysed by a specific isocyanate hardener.
PURTEK P presents a good degree of elasticity, high resistance to 'water and oils,
good resistance to acidic and basic solutions, excellent grip on all types of support,
high resistance to 'abrasion, foot traffic and wheeled vehicles.

Self-leveling bi-component polyurethane coating for waterproofing floors.
Bi-component, solvent-free, based polyol and selected aggregates to catalyze with a
specific aromatic isocyanate hardener. TEKGUM presents a good degree of elasticity,
high resistance to water and oils, poor resistance to organic acids, good grip on any
type of support, high resistance abrasion. Walkable and transitable with wheeled
vehicles.
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RESINS and SEALERS

BI-COMPONENT EPOXY COATINGS for HIGH THICKNESS FINISHINGS

EPOTEK AUTOLIVELLANTE - RAL

EPOTEK AUTOLIVELLANTE TRASPARENT

Self-leveling bi-component epoxy mortar specific for the realization of resin industrial
flooring.
Bi-component, solvent-free epoxy resins based on cycloaliphatic amine hardener,
fillers and spheroidal quartz sands in different grain sizes.
It is a self-leveling mortar for the construction of resin floors with a thickness of 2, 5 - 3
mm characterized by excellent chemical / mechanical performances.
It resists to intense pedestrian and wheeled vehicles traffic, to wear and to contact
with many chemicals agent (both acidic and alkaline). It is easy to clean and with a
very good appearance.

Self-leveling bi-component epoxy mortar specific for the realization of resin industrial
flooring.
Bi-component, solvent-free based on epoxy resins with cycloaliphatic amine hardener,
and of fillers and spheroidal quartz sands in different grain sizes.
It is a self-leveling mortar for the construction of resin floors with a thickness of 2, 5 - 3
mm characterized by excellent chemical / mechanical performances.
It resists to intense pedestrian and wheeled vehicles traffic, to wear and to contact
with many chemicals agent (both acidic and alkaline). It is easy to clean and it has a
very good appearance.

EPOTEK AUTOLIVELLANTE LUX

Self-leveling bi-component epoxy resin specific for the realization of resin floors in
health, chemical and pharmaceutical, food and cosmetic industries.
It is a self-leveling system for the construction of floors in resin with a thickness of 2,5
- 3 mm very chemically and mechanically resistant.
The industrial floors made with EPOTEK AUTOLIVELLANTE LUX are monolithic
coatings, with dielectric features, without joints and cracks, non-contaminable and
with a high chemical resistance to many substances such as: bases and inorganic
acids, common organic solvents, water, salts and particularly to liquids used for the
operations of cleaning and decontamination.
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BI-COMPONENT EPOXY COATINGS for MEDIUM THICKNESS FINISHINGS

EPOTEKFLEX PV

EPOTEKFLEX PVB

REPOTEK PVB

REPOTEK PLAST

VETROTEK

EPOTEK AL

Bi-component epoxy coating for floors with high chemical and mechanical resistance.
Bi-component epoxy resin solvent-free, with fillers and coated pigments. It has an
excellent adhesion to concrete, brick, stone and steel sandblasted ( SA 2.5), and
it is characterized by good mechanical strength, good light stability and excellent
resistance to chemicals such as acids, bases and salt solutions.

Bi-component epoxy coating for floors with high chemical and mechanical resistance.
Bi- component epoxy resin, solvent-free with fillers and coated pigments.
It has excellent adhesion to concrete, brick, stone and steel sandblasted (SA 2.5),
good mechanical strength, good light stability and excellent resistance to chemicals
such as acids, bases and salt solutions.

Bi-component non-toxic coating, solvent-free, based on epoxy resins, fillers, titanium
dioxide and other admixtures.
The product is certified by the Chamber of Commerce Rome according to the
Ministerial Decree 21/3/73 as amended by the Health M.D. No. 388 of July 22, 1998.
The product has a good adhesion on all supports, excellent weather resistance, good
mechanical strength, good light stability, excellent resistance to chemical. Ideal for
non-toxic coatings.

Chemical-resistant epoxy- based coating.
Bi-component product with good adhesion on a variety of support: cement, iron,
steel, aluminum, light alloys, wood, etc. and with excellent mechanical properties.
REPOTEK PLAST demonstrates an excellent chemical resistance to bases, acids,
alcohols and solvents. In particular, it is resistant to gasoline, naphtha, mineral oils,
lubricants, hydraulic, etc. In addition, it is non-toxic and solvent-free.

Epoxy enamel for the vitrification of food containers.
The product is certified by the Chamber of Commerce of Rome according to MD
21/373 as amended by MD. No. 388 of July 22, 1998. It is a bi-component formulation
with epoxy resins from bisphenol A / F not modified, inorganic pigments, inert charges
of different granulometric sizes and with a specific cycloaliphatic polyamine hardener.
It does not contain aromatic amines.

Bi-component non-toxic coating, solvent-free, based on epoxy resins, mineral fillers,
titanium dioxide and other admixtures.
The product is certified by the Chamber of Commerce of Rome, according to MD
21/3/73 as amended by the MD No. 388 of July 22, 1998. EPOTEK AL is a product
with good adhesion on all support, excellent resistance to weather, good mechanical
strength, high stability to light, and good resistance to chemical agents. Ideal for non
toxic coatings.
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RESINS and SEALERS

BI-COMPONENT EPOXY COATINGS for THIN FILM FINISHINGS

EPOTEKFLOOR P70

POLISINTEK MD

POLISINTEK P

POLISINTEK U

Bi-component, water-soluble, epoxy-based enamel for industrial concrete floors. It is a
bi-component, modified epoxy resin-based product, water-soluble with low viscosity.
It has a good adhesion to various surfaces such as concrete, asphalt, stone, marble,
iron, steel, galvanized sheets, good resistance to acids and organic solvents, excellent
alkali resistance, good resistance to abrasion and transit as well as good breathability.

Bi-component fast drying aliphatic enamel polyurethane-based, with polyesters
modified resins.
Product with excellent adhesion to cement, resin, metal and asphalt, good weather
resistance, resistant to water and detergents, scratch-resistant, walkable and accessible
to vehicles . It is formulated with a aliphatic hardener that guarantees a high stability
of the color into the light.

Bi-component polyurethane-based floor enamel.
Product with a solvent-based polyester resin modifier with aliphatic isocyanates with
good weather resistance to water, detergents and solvents, high scratch resistance
and with outstanding adhesion to cement and resinous surfaces. It is formulated with
a aliphatic hardener which gives excellent color stability under the light exposure.

Universal bi-component polyurethane and solvent based enamel.
Product with good resistance to weather, water, detergents and solvents, high scratch
resistant and with excellent adhesion to different surfaces. It is formulated with an
aliphatic hardener that guaranteees a good color stability under the light exposure
(resistance to UV rays).

CLOROTEK

Mono-constituent enamel based on chlorinated rubber with high chemical resistance.
The combination of alkyd resins and chlorinated rubber gives the product a high
resistance to wear, a considerable drying speed and elasticity as well as an excellent
resistance to atmospheric agents (also in marine environments).
After its complete drying, the film is flame resistant.
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DECORATIVE RESINS

ACRILTEK DECOR FINISH

ACRILTEK DECOR

Mono-constituent waterproofing protective clear coat based on acrylic resin in water
emulsion.
It is an innovative product that replaces admirably the traditional solvent-based
systems.
Its features are: total absence of smell, low viscosity, high surface penetration and
easy of application.
ACRILTEK DECOR FINISH is formulated with special resins with a high consolidating
action, water-repellent and waterproofing on treated materials.

Decorative flooring system with a nuanced marble antique effect, obtained by two bicomponent products (ACRILTEK DECOR G and F) creating a multi-layer surface with
a spatula until reaching a thickness of about 2 mm.
These two products are based on acrylic resins with high chemical and physical
characteristics. Once the hardening occurs, the surface is protected with a glossy or
satin finish of polyurethane resins.
ACRILTEK DECOR G is a mono-constituent compound, based on acrylic resins,
minerals and sands of different granulometric sizes acting as a background.
ACRILTEK DECOR F is a product with different coloring than ACRILTEK DECOR G and
characterized by fine-grained sands, used as a final smoothing to obtain color shades.
The products is easy to apply; it can be applied it to any type of support after a careful
cleaning and preparation. You can obtain a high amount of various nuances and
decorative effects. The final result is a waterproof flooring system, walkable, with good
resistance to abrasion, to wear and that does not require any special maintenance.

DURATEK A/50 MR

Bi-component water-based epoxy coating plaster. Bi-component product based on
water-soluble epoxy resins and selected reactive mineral fillers. Pasty coating easy
to apply with a spatula. After drying, it presents a hardness far superior to cement,
low shrinkage, good adhesion even to damp surfaces, absence of chalking and
impermeability.
Duratek A / 50 MR is an excellent barrier to water even in counterforce.
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RESINS and SEALERS

MONO CONSTITUENT ACRYLIC COATING

ACRIFLEX GUAINA
Waterproof water-based elastomeric
colored mono-constituent membrane.
Highly resistant to water stagnation.
Product
based
on
synthetic,
elastomeric, modified and plasticized
resins. Resistant to UV rays and
atmospheric aggression both marine
and industrial.
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SEALANTS
PURLINE PRIMER

FILTEK
Polyurethane-based
mono constituent primer.

Curb in expanded polyethylene.

Ideal for surface preparation and
adhesion promoter for polyurethane
sealants.

Support
expanded
for seals
moisture
chemical
elasticity.

based
on
closed-cells
polyethylene
specific
and sealants. Waterproof,
resistant,
with
strong
resistance, lightness and

Available in diameters
of 10, 20, 30, 50 mm.
Other dimensions upon request.

Package of 1 Lt.

POLITEK

PURETEK FOAM
Polyurethane-based sealant with low
elastic modulus.

Polyurethane foam in spray cans.

Politek is a high quality monoconstituent
polyurethane
sealant.
It is characterized by a very easy
application,
permanent
elasticity
and perfect adhesion to any kind of
support.
Gray and white.

Multiple uses in plant and insulation:
filling of ducts and boxes, fixtures
of plants and locks, bonding and
restoration for the continuity of
insulating materials.
Features: spray cans of polyurethane
foam in rapid expansion.

310 ml cartridges.
Bag 600 ml

750 ml can.
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Metro Algiers

PRODUCTS for

TUNNELING, GEOTECHNICS
and RESTORATION

The deep knowledge of cements, hydraulic
mortars and clays and the constant demand of
our customers have helped TEKNA to expand its
range of additives also in the field of tunneling,
geotechnical engineering and restoration.

Therefore, to the existing additives we have
implemented new products such as protective
colloids, foaming agents and admixtures for Spritzbeton.
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PRODUCTS FOR TUNNELING, GEOTECHNICS and RESTORATION

TUNNELING and GEOTECHNICS
TEKGUN

TEKGUN NAF

Dosage: 6,0 – 10,0 % wpc

Dosage: 8 - 12 % wpc

Alkali-free setting accelerator agent
for shotcrete.

Alkali-based setting accelerator for
shotcrete.

It generates the immediate loss of
consistency and rapid hardening of
mortar or shot concrete, allowing
complete adhesion to any kind
of support. Dosages vary widely
depending on the type of product and
conditions of use.

It generates the immediate loss of
consistency and rapid hardening of
mortar or shot concrete, allowing
complete adhesion to any kind
of support. Dosages vary widely
depending on the type of product and
conditions of use.

ESPANS DRY

ESPANS 100

Dosage: 0,5 – 2 % wpc

Dosage: see technical sheet

Shrinkage reducer and anti-cracking

Expanding demolition agent.

Prevalent use: grouts, mortars and
controlled-shrinkage concrete.
Features: powder admixture to add in
the preparation phase.
It contrasts the effects of cement
shrinkage by generating a controlled
expansion. Shrinkage control.

Demolition agent for concrete and
rocks in those cases where it is not
possible to use of explosives. Powerful
expansive agent able to break and
demolish the material in which it is
confined.

Bags of 13 Kg.
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ESPANS FLOW

AETERNUM CABLE

Dosage: 2 - 4 % wpc

Dosage: (see technical sheet)

Super fluidifying agent for grouts,
mortars and controlled-shrinkage
concrete.
Main Use: grout, mortars and
controlled-shrinkage
concretes.
Powder admixture to add during
the preparation phase. This product
has a double effect: it contrasts the
shrinkage effects of cement and
reduces the water supply, improving
the workability and fluidity.

Injection mortar for restoration.

Bags of 13 Kg.

Bags of 16 Kg

Main use: Injection and filling for postcompression cables and construction
poles.
Features: injection grout ready to use,
that only needs a specific quantity of
water addition.
By using the right dosage of additives
it guarantees a perfect result in terms
of fluidity, resistance, shrinkage
control.
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PRODUCTS FOR TUNNELING, GEOTECHNICS and RESTORATION

MORTARS and PRODUCTS for RESTORATION
GRAUTEK A

GRAUTEK R
Ready to use cement-based, selfleveling mortar with low shrinkage
for precision anchorage of structures
and machinery.
Special
self-levelling,
mono
constituent cement-based mortar. Non
segregable, with low shrinkage and
with high final and initial resistances.
Ideal for anchorage of heavy vibrating
machinery.

Cement-based
fiber-reinforced
thixotropic mortar for concrete
structure restoration.
Special mono-constituent cementbased mortar with high initial and final
mechanical resistances, durable even
in highly aggressive environments.
Ideal for structural restorations, as
well as maintenance and restoration
of concrete structures.

Bags of 25-30 kg

Bags of 25-30 kg

TEKWELD

PROTEK
Aqueous resin for restoration and
low-thickness construction joints.

Corrosion inhibitor Liquid.

Prevalent use: construction joints,
primer and adhesion promoter for
cement phases.
Features: white latex, alkalis resistant.
Available as concentrated solution
and ready-to-use.
Consumption: based on its support
and application.

Prevalent use: restoration of structural
casting with risk of corrosion.
Features: Admixture to add to the
concrete during the preparation
phase. It avoids the oxidation the
construction bars.

Dosage: 0.5 - 1% of wpc
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TEKNALAST
Bi- constituent, elastic cement cable for
the protection and waterproofing of
durable structures
Prevalent use: waterproofing and
protective treatment for surfaces in
contact with the water.
Features:
elastic
cement-based
membrane with excellent adherence.
Waterproofing elastic membrane.
Consumption: 1-2 kg / m (0.5 - 1 mm)

Kit of 32 kg
Comp. A: bags of 24 kg
Comp. B: 8 kg cans
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Fimer SpA,
Vimercate (MB)

AUXILIARY
PRODUCTS

TEKNA CHEM has researched on the domestic and
foreign market a variety of auxiliary products to
complement its own range of production.
The research was carried out with great accuracy
and strict evaluation in order to provide a list of
products with technical features meeting the
strictest international standards and always
following the economic factor.
This has allowed us to offer our customers, with
our brand, a range of products very competitive
both in quality and in price.
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AUXILIARY PRODUCTS

AUXILIARY products
WATERTEK

TEKNET
Waterstop pre-shaped profiles in
PVC.

Anti-scaling for the cleaning of plants
and equipment; surface cleaning.

Prevalent use: waterstop profiles for
construction joints.
Features: pre-shaped PVC profiles
heat sealable. If placed within the
two sides of joints, they ensure a
waterproofing action also under
pressure. Available in different sizes
and shapes according to the different
conditions of use.

It breaks and removes the concrete
deposits on the surfaces such as clay,
ceramic, brick, metal and hardened
concrete.
Features:
aqueous
solution
of
inorganic acid containing corrosion
inhibitors; it can be also used on metal
and iron.
Consumption: 200-500 gr / sqm

Rolls: 15 to 50 m. according to the
profile

Ta 25 Kg; Ct 1000 Kg;

TEKNAPUR 11 - 21 - 31

TEKNAPUR 11
anti-evaporation, anti-dusting and protective for concrete
TEKNAPUR 21
anti-evaporation and anti-dusting for concrete
TEKNAPUR 31
anti-evaporation for concrete

TEKNAPOL

Anti-evaporation ready to use agent.

Monolayer or multi-layer waterproof
sheath.

Protection of fresh concrete surfaces
from superficial evaporation.
Features: water dispersion of resins.
Sprayed on fresh concrete, it generates
the formation a continuous firm film
capable of limiting the evaporation of
water. It does not create damages to
joints and surface treatments.
Consumption: 150-200 gr / sqm

Used for roof coverage based on
bitumen and atactic polypropylene
(APP).
The characteristics of the sheath
are related to the use of atactic
polypropylene, which increases the
thermal stability of bitumen, giving a
better plasticity of the waterproofing
components.

Ta 25 Kg (tank); Fu 200 lt (drums);
Ct 1000 Kg (IBC);

Rolls (1 m x 10 m)
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BETONTEK STRIP BT

BETONTEK PANNELLO

Sealing water-swellable curb based on
butyl rubber and sodium bentonite

Bentonite- based panel in kraft paper.

BENTOTEK STRIP BT is a curb based
on butyl rubber and bentonite with
the addition of stabilizing admixtures.
In contact with water, it can expand of
about 4-5 times than its initial volume,
thus ensuring the hydraulic seal in the
joints and vertical horizontal filling any
concrete cavity, crack, etc.

BENTOTEK
PANNELLO
is
a
biodegradable corrugated cardboard
panel based on bentonite and polymer
that in contact with water or with high
soil moisture, hydrates expanding
about 16-30 times its initial volume,
thus ensuring the hydraulic seal. It is
ideal for waterproofing structures in
direct contact with the ground.

Boxes of 30 m
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AUXILIARY PRODUCTS

FIBRES
FIBERTEK PP (6-12-18 mm)

FIBERTEK A

Polypropylene microfibers.

Steel fibers.

Prevalent use: mortar and concrete.
Features: Crack control during the
plastic phase . Characterized by high
finesse and easy dispersion; it gives a
three-dimensional reinforcement to the
cement paste during the setting phase
that is directly in contrast with the
tensions determined by the shrinkage.

Prevalent use: shortcrete, industrial
floors.
Features: three-dimensional concrete
reinforcement. It adheres to the
hardened cement paste, contrasting
the spreading of openings and cracks.
It guarantees more ductility and
fracture energy. They can replace or
supplement the passive and shrinkage
armors.

Big-bags
Biodegradable bags 1 kg

Dosage: 20-40 Kg / cm

FIBERTEK PM (40 mm)
Polymer structural fibers.
Prevalent use: shortcrete, light prefabrication, industrial
floors.
Features: three-dimensional concrete reinforcement.
It adheres to the hardened cement paste, contrasting the
spreading of openings and cracks. It guarantees more
ductility and fracture energy. Their synthetic nature does
not create problems of corrosion, wear and safety to the
equipment. They can replace or supplement the passive
and shrinkage armors.
Its easy dispersion does not significantly change the
demand for water and the workability.
Dosage: 1-5 Kg / mc
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RELEASE AGENTS
TEKNOIL 100

ECOTEK FINISH
Low- viscosity universal dismantler
with chemical-physical action ideal
for all types of formworks.
Universal dismantler, composed of
particular synthetic oils and mixtures
of admixtures to allow easy casting
and protection of the formwork. It
allows obtaining a good result in the
exposed unplastered surface, keeping
the formworks clean. It does not present
dangers for users and is compatible with
forced curing operations. It does not leave
any oily residue that can create or damage
paintings of surface treatments.

Ready to use dismantler for good
finishing of exposed unplastered
surface.
Stable emulsion ready for use based
on synthetic and vegetable oils. Highly
biodegradable product, free from toxic
or harmful substances. It improves
the exposed unplastered surface
thanks its "Antibubble" effect and its
best color uniformity. It contributes
the cleaning and protection against
corrosion of the formwork.
Covering power: 70 - 90 sqm / lt

Covering power: 50 to 60 sqm / lt

TEKNOIL E

TEKNOIL RAPID
Emulsifiable dismantler for wooden
formworks.

Dismantler with immediate action for
continued formworks.

Concentrated dismantler agent that
when mixed with water generates a
milky white emulsion. For every liter
of product, it is possible to obtain
between 10 and 20 liters of emulsion.
Particularly suitable for casting on
the unplastered exposed surface on
wooden tables and in all those cases
where the formwork is very porous.
Suitable for the protection of the
tables of the plants for the production
of blocks and slabs.
Yield: 100-150 sqm / lt

Prevalent
use:
dismantler
with
immediate action for continued
formworks and vibrated prefabricated
components.
Characteristics:
Low
viscosity.
Sprayed on the formwork it prevents
the adhesion of fresh concrete and
facilitates immediate disarmament of
the structure components. Its result
strongly depends on the technical
applications used and on the shape
and type of the formwork.
Yield: 40 - 60 sqm / lt
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AUXILIARY PRODUCTS

SURFACE retardants
TEKNALAV

ECOTEKNALAV
Solvent-based
retardant
lacquer,
for aesthetic concrete with exposed
aggregates having a "Washed" effect
and negative applications.

Water-based retardant lacquer, for
realizations of aesthetic concretes with
exposed aggregate having a " washed
effect ". Applications in positive.

Available in 12 different ways to
achieve different washing depths.
Prevalent use: panels and artifacts
prefabricated with aggregate on
surface; prefabricated artifact with
immediate mould.

Available in 6 ways to achieve different
washing depths. The product after
being applied and dried protects the
concrete from evaporation.
Prevalent
use:
architectural
flooring with exposed aggregates;
prefabricated artifacts with immediate
moulding.

Consumption: 80-140 g / mq

Consumption: approx. 200 g / sq.m

DECORATIVE
CONCRETES
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TEKNA CHEM SpA
Industrial Area - Via Sirtori - 20838 RENATE (MB) Italy
Tel . (+39) 0362.918311 - Fax (+39) 0362.919396
mail : info@teknachem.it - www.teknachem.it

