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TEKNACEM 180 

WET PROCESSED GRINDING AID 
FOR RAW MEALS        

                                            PRODUCTIVITY INCREASER   

DESCRIPTION  
TEKNACEM 180 is a product especially formulated to 
enhance the effectiveness of the grinding mills and the 
homogenization of the minerals and pigments through wet 
process. 
Depending on the hardness of the materials to be grinded 
and the effectiveness of the mills, productivity can increase 
from 15% to 30 %. 
In terms of viscosity of the paste, the amount of water used 
in it may be reduced from 10% to 15 %. 
TEKNACEM 180 is successfully used in the grinding of 
carbonates, clays, pigments and mineral mixtures for 
ceramics. 
TEKNACEM180 helps maintaining the grinding bodies 
cleaned, reducing the tear of the balls, for the same 
production. 
 

BENEFITS 
TEKNACEM 180 improves the grinding capacity of all kinds 
of minerals, and it is recommended to facilitate the 
homogenization of the wet mixtures of minerals of different 
nature. 
For the same energy consumed, it increases the fineness of 
the ground product, so that for the same fineness obtained, 
it reduces the energy consumption. 
The benefits, in either case, are of 15% - 30 %. 
On the other hand, it is beneficial also when the ground 
material must be dried for the following stages of work, for 
example in products for ceramic, flour for cements, 
pigments etc.  The advantage is double for the fact that 
TEKNACEM 180 considerably reduces the amount of water 
contained in the pulp and then reduces the amount of 
energy needed for drying the water from the mixtures. 
The advantage is doubled since TEKNACEM 180 
considerably reduces the amount of water contained in the 
paste reducing the amount of energy needed for drying the 
water from the mixtures. 

 

PHYSICAL AND CHEMICAL FEATURES   
It is a liquid solution based on organic salts and modified 
amines. 
Appearance Liquid 
Colour Brown 

Density a 20°C 1,20 ± 0,03 g/cm
3

 

pH a 20°C 9,5 ± 1 
Chlorides None 
Ebullition temperature around 110°C  
Freezing temperature < 5°C 
Inflammability test Negative 

 

 

APPLICATION 

TEKNACEM 180 is ready to use. Depending on its use It can 
be diluted in water in all ratios, within a period of 3 or 4 
days from the moment of mixing. The product is introduced 
in the mill together with the raw materials through the aid 
of a dosing pump. If the mill is fed by a variable system, the 
pump can be equipped with an automatic adjustment a 
system. 

 

DOSAGE 
The standard dosage of TEKNACEM 180 is 0.5- 1 % . The 
recommended dosage is 0.8 % w.w on the weight of dry 
material to be ground, but it can be changed in accordance 
with the specific need through laboratory tests . 

 
STORAGE AND CONSERVATION   
The product should be stored close to the place where it will 
be used, away from direct sunlight and frost. If stored in its 
original sealed packaging at temperatures between + 5 ° C 
and + 35 ° C it shall be valid for 12 months.  
If stored for a long time at temperatures below 0 °C , this 
may lead evaporation due to crystallization, in which case 
the product can be used after heating at + 20. 

 

OVER DOSAGE 
A dosage 5 times higher than recommended, can the 
separation of solid matters from water. 

 

PACKAGING 
Bulk in tanks  
Metal drums of 220 Kg 
Tanks of around 1200 Kg  

 

TTEEKKNNAA  CCHHEEMM  S.r.l. 

Factory: Renate (MB) - Via Sirtori, z.i. 20838 Tel. 

+39 0362.91.83.11 Fax: +39 0362.91.93.96 

E-mail: info@teknachem.it 

 
The information provided in this data sheet, even if containing an 

advanced knowledge of the product, it doesn’t  exempt its users from 

performing accurate preliminary tests under the conditions of the 

product employment. Therefore, the company disclaims any 

responsibility for the improper use of the product.. 
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